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PT-VZ585N / VZ580 / VZ470
(16:10 ,  1.09-1.77:1, UD  17:1)

30
40
50
60
70
80
90

100
120
150
200
250
300

1.12
1.51
1.89
2.26
2.66
3.03
3.43
3.80
4.57
5.72
7.64
9.56

11.48

[3.66]
[4.95]
[6.19]
[7.43]
[8.72]
[9.95]

[11.24]
[12.48]
[15.01]
[18.77]
[25.07]
[31.36]
[37.65]

0.68
0.93
1.16
1.39
1.64
1.87
2.12
2.35
2.83
3.54
4.73
5.92
7.11

[2.24]
[3.04]
[3.81]
[4.58]
[5.38]
[6.14]
[6.94]
[7.71]
[9.28]

[11.62]
[15.52]
[19.43]
[23.33]

0.02 – 0.20
0.03 – 0.27
0.04 – 0.34
0.04 – 0.40
0.05 – 0.47
0.06 – 0.54
0.07 – 0.61
0.07 – 0.67
0.09 – 0.81
0.11 – 1.01
0.15 – 1.35
0.19 – 1.68
0.22 – 2.02

PT-VW545N / VW540
(16:10 ,  1.08-1.76:1, UD  17:1)

PT-VX615N / VX610
(4:3 , 1.17-1.90:1, UD  9:1)
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50
60
70
80
90

100
120
150
200
250
300

1.12
1.51
1.88
2.26
2.65
3.03
3.42
3.79
4.56
5.70
7.61
9.52

11.43

[3.66]
[4.94]
[6.18]
[7.41]
[8.69]
[9.93]

[11.21]
[12.44]
[14.96]
[18.71]
[24.98]
[31.25]
[37.51]

0.68
0.92
1.15
1.38
1.62
1.86
2.10
2.33
2.80
3.51
4.69
5.87
7.05

[2.22]
[3.01]
[3.77]
[4.53]
[5.33]
[6.09]
[6.88]
[7.64]
[9.20]

[11.51]
[15.38]
[19.25]
[23.12]

0.02 – 0.20
0.03 – 0.27
0.04 – 0.34
0.04 – 0.40
0.05 – 0.47
0.06 – 0.54
0.07 – 0.61
0.07 – 0.67
0.09 – 0.81
0.11 – 1.01
0.15 – 1.35
0.19 – 1.68
0.22 – 2.02

30
40
50
60
70
80
90

100
120
150
200
250
300

1.14
1.54
1.92
2.30
2.70
3.08
3.48
3.87
4.65
5.81
7.76
9.70

11.65

[3.73]
[5.04]
[6.30]
[7.55]
[8.86]

[10.12]
[11.42]
[12.68]
[15.24]
[19.07]
[25.45]
[31.84]
[38.22]

0.69
0.94
1.17
1.41
1.65
1.89
2.14
2.37
2.86
3.58
4.78
5.98
7.18

[2.26]
[3.07]
[3.85]
[4.62]
[5.43]
[6.20]
[7.01]
[7.79]
[9.37]

[11.73]
[15.67]
[19.61]
[23.56]

0.05 – 0.23
0.06 – 0.31
0.08 – 0.38
0.09 – 0.46
0.11 – 0.53
0.12 – 0.61
0.14 – 0.69
0.15 – 0.76
0.18 – 0.92
0.23 – 1.14
0.30 – 1.52
0.38 – 1.91
0.46 – 2.29

[0.07 – 0.66]
[0.10 – 0.89]
[0.12 – 1.10]
[0.15 – 1.32]
[0.17 – 1.55]
[0.20 – 1.76]
[0.22 – 1.99]
[0.25 – 2.21]
[0.29 – 2.65]
[0.37 – 3.31]
[0.49 – 4.42]
[0.61 – 5.52]
[0.74 – 6.63]

[0.07 – 0.66]
[0.10 – 0.89]
[0.12 – 1.10]
[0.15 – 1.32]
[0.17 – 1.55]
[0.20 – 1.76]
[0.22 – 1.99]
[0.25 – 2.21]
[0.29 – 2.65]
[0.37 – 3.31]
[0.49 – 4.42]
[0.61 – 5.52]
[0.74 – 6.63]

[0.15 – 0.75]
[0.20 – 1.00]
[0.25 – 1.25]
[0.30 – 1.50]
[0.35 – 1.75]
[0.40 – 2.00]
[0.45 – 2.25]
[0.50 – 2.50]
[0.60 – 3.00]
[0.75 – 3.75]
[1.00 – 5.00]
[1.25 – 6.25]
[1.50 – 7.50]

PC  Wireless Manager  USB *10

 Wireless Manager
( ) .

USB (PT-VZ585N/VW545N/VX615N )

ET-PKL100S ET-UW100*8

Easy Wireless Stick

ET-YFB200G
DIGITAL LINK Switcher

ET-YFB100G
Digital Interface Box

ET-PKL100H

ET-PKV400B

ET-SWA100

ET-RFV410

(PT-VZ585N/VZ580/
VW545N/VW540/VX615N/
VX610 )

ET-RFV400

(PT-VZ470 )

ET-LAV400

PT-VZ585N/VW545N/VX615N PT-VZ580/VW540/VX610 PT-VZ470

1. COMPUTER 2 IN / 1 OUT 
2. COMPUTER 1 IN 
3. HDMI 1 IN 
4. HDMI 2 IN 

5. USB B (DISPLAY) (VZ585N/VW545N/VX615N only)

6. USB A (Viewer) (VZ585N/VW545N/VX615N )

7. DC OUT (5V 2A) (VZ580/VW540/VX610 )

8. DIGITAL LINK/LAN (VZ585N/VW545N/VX615N )

9. LAN (VZ580/VW540/VX610/VZ470 )

10. SERIAL IN 
11. VIDEO IN 
12. AUDIO IN 3 

13. AUDIO IN 1 
14. AUDIO IN 2 (MIC IN) (PT-VZ470 )

15. AUDIO IN 2 
        (PT-VZ585N/VW545N/VX615N/VZ580/VW540/VX610 )
16. VARIABLE AUDIO OUT 

11 13 15 1610 12

1 2 3 4 5 6 8

11 13 15 1610 12

1 2 3 4 7 9

11 13 14 1610 12

1 2 3 4 9

DC OUT 
  (PT-VZ580/VW540/VX610 )

 OFF
 10W 

ECO 

Crestron Connected™, AMX DD, PJLink™ 
LAN

( )
(NTSC)



PT-VZ580series_G1 Printed in Japan.

– panasonic.net/cns/projector
– www.facebook.com/panasonicprojector

– www.youtube.com/user/PanasonicProjector

®

1024 × 768 (
 1024 × 768 .)

LCD

( )

*3

*3

*3

 (W × H × D) 

RGB ( )

PT-VX615N PT-VX610

 0 ~ +40%( ),
 U/D : 9:1

YPBPR (YCBCR)

HDMI

786,432(1024 × 768) × 3,  2,359,296

*1  PT-VZ470 . *2  ECO ( : LAN  ON) . , . *3 ,
 ISO 21118 . *4 ( : 27.0MHz) . *5 . *6 . . *7 . *8  35 ° C(95 ° F) ~ 

40°C(104°F)  ECO .

*6

1280 × 800 (
1280 × 800 .)

5,500lm[ : PC, : , : , Daylight View: OFF, : OFF]

PT-VW545NPT-VZ580

1,024,000(1280 × 800) × 3,  3,072,000

fH: 15.73 kHz, fV: 59.94 Hz [480/60i], fH: 15.63 kHz, fV: 50 Hz [576/50i], fH: 31.47 kHz, fV: 59.94 Hz [480/60p], fH: 31.25 kHz, fV: 50 Hz [576/50p], fH: 45.00 kHz, fV: 60 Hz [720/60p], fH: 37.50 kHz,
fV: 50 Hz [720/50p], fH: 27.00 kHz, fV: 24 Hz [1080/24p], fH: 27.00 kHz, fV: 48 Hz [1080/24sF], fH: 28.13 kHz, fV: 25 Hz [1080/25p], fH: 33.75 kHz, fV: 30 Hz [1080/30p], fH: 67.50 kHz, 
fV: 60 Hz [1080/60p], fH: 56.25 kHz, fV: 50 Hz [1080/50p], fH: 33.75 kHz, fV: 60 Hz [1080/60i], fH: 28.13 kHz, fV: 50 Hz [1080/50i]*, HD/SYNC  VD  3  SYNC .

16,000:1( / )[ : PC, 
: , : ,

: On, Daylight View: OFF, : OFF]

400W[ ], 410W[ ] 385W[ ], 400W[ ]

1920 × 1200 

1.6 ( : 1.17–1.90:1),
 F 1.60–1.90, f 15.31–24.64mm

280W UHM  × 1 270W UHM  × 1 280W UHM  × 1

30–300

85 %

: 640 x 400 ~ 1920 x 1200[ ], fH: 15 kHz–91 kHz, fV: 24Hz–100Hz, : 162MHz 

fH: 15.73 kHz/15.63 kHz, fV: 59.94 Hz/50 Hz (NTSC/NTSC4.43/PAL/PAL60/PAL-N/PAL-M/SECAM)

4.0cm(1 1/16”)  × 1, : 10W( )

37dB( : ), 35dB( : ECO1),
29dB( : ECO2)

37dB( : ),
29dB( : ECO)

:  0–40°C(32–104°F)*8( : 1,200m[3,937ft] ), 0–30°C(32–86°F)( : 1,200–2,700m[3,937ft–8,858ft]), : 20–80%( )

 × 1, ( ) x 1(  x 2),  CD-ROM × 1( , , ,
Wireless Manager ME [PT-VZ585N/VW545N/VX615N ]), (AAA  × 2), RGB  x 1,  x 1

 LAN
(PT-VZ585N/VW545N/VX615N)

: 2.4 GHz: IEEE802.11b/g/n, 5.0GHz: IEEE802.11a/n : WPA-PSK(TKIP/AES), WPA2-PSK(TKIP/AES), 128 /64  WEP, WPA-EAP/WPA2-EAP(PEAP[MS-CHAPv2/GTC]/EAP-FAST
[MS-CHAPv2/GTC]/EAP-TTLS[MD5/MS-CHAPv2], 128 /64 ), Miracast

AC 120 V, 50/60 Hz ( ), AC 110 V, 60 Hz ( ), AC 100–240 V, 50/60 Hz ( )

:  ±25°( / , : WUXGA),
:  ±30°( , : WUXGA)

:  ±35°( / , : WXGA), 
:  ±35°( , : WXGA), 

 ±55°.

:  ±35°( / , : XGA),
:  ±35°( , : XGA),

 ±55°.

/ / /

PT-VZ585N

 0 ~ +44%( ),
 U/D : 17:1

5,000lm[ : PC, : ,
: , Daylight View: OFF, 
: OFF]

2,304,000(1920 × 1200) × 3,  6,912,000

 LCD (× 3, R/G/B)

0.64 (1.63cm)(16:10 ) 0.63 (1.60cm)(4:3 )

A /
 x 1

M3  x 1 M3  x 1M3  x 1,
MIC 

D-sub 9 ( ) x 1( )(RS-232C )

M3  x 1( : )

(L/R) x 1

M3  x 1

 x 1

D-sub 15 ( ) x 1 [RGB/Y B (CB R (CR) ( / )]

D-sub 15 ( B (CB R (CR)]

HDMI 19  × 2( , HDCP ), :  PCM[ : 48kHz/44.1kHz/32kHz]

USB  B  x 1

DC  A  x 1
( , DC 5V,  2A)*5

A /
 x 1

DC  A  x 1
( , DC 5V,  2A)*5

DC  A  x 1
( , DC 5V,  2A)*5

USB  B  x 1

A /
 x 1

USB  B  x 1

RJ-45 × 1( ), 
DIGITAL LINK, 100Base-TX,
PJLink™ , HDCP 

,

RJ-45 × 1( ), 
DIGITAL LINK, 100Base-TX,
PJLink™ , HDCP 

,

RJ-45 × 1( ), 
DIGITAL LINK, 100Base-TX,
PJLink™ , HDCP 

,

389 × 125*7 × 332mm(15-5/16” × 4-29/32”*7 × 13-1/16”)

PT-VW540

LAN

HDMI IN

COMPUTER IN 1

COMPUTER IN 2
/MONITOR OUT

VIDEO IN

AUDIO IN 1

AUDIO IN 2

AUDIO IN 3

AUDIO OUT

SERIAL IN

USB A 

USB B

LAN/DIGITAL LINK

480/60i*4, 576/50i*4, 480/60p, 576/50p, 720/60p, 720/50p, 1080/24p, 1080/24sF, 1080/25p, 1080/30p, 1080/60p, 1080/50p, 1080/60i, 1080/50i, 
: 640 x 400 ~ 1920 x 1200( ), : 25 MHz to 162 MHz

4,400lm[ : PC, 
: , :
, Daylight View: OFF, 
: OFF]

16,000:1( / )[ : PC, : , : ,
: On, Daylight View: OFF, : OFF]

10,000:1(  on/off) [ :
PC, : , :

, : On, Daylight
View: OFF, : OFF]

1.6 ( : 1.08–1.76:1),
 F 1.60–1.90, f 15.31–24.64mm

37dB( : ), 35dB( : ECO1), 29dB( : ECO2)

372W( ),
378W( )

PT-VZ470*1

( )*2

( ) 8 W

*3

 4.9kg
(10.8 lbs)

 4.9kg
(10.8 lbs)

 4.8kg(10.6lbs)  4.8kg
(10.6 lbs)

 4.9kg
(10.8 lbs)

 4.8kg
(10.6 lbs)

0.3W[ , ],
0.5W[ ]

0.3W[ , ], 0.5W[ ]0.2W( ),
0.4W( )

14 W 14 W 8 W14 W8 W 8 W

1.6 ( : 1.09–1.77:1),
 F 1.60–2.12, f 15.30–24.64mm

RJ-45 × 1( ),
10Base-T/100Base-TX, PJLink™

RJ-45 × 1( ),
10Base-T/100Base-TX, 
PJLink™

RJ-45 × 1( ),
10Base-T/100Base-TX,
PJLink™


